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FORMRACK.

Kaliteli tGretim ve misteri memnuniyeti prensipleri ile sektériine yén veren
Form Makina ve Aksamlari San. ve Tic. Ltd. $ti. 1997 yilinda metal

isleme alaninda hizmet vermek tizere kurulmustur.

Bu alandaki tecriibesini 2001 yil itibariyle 19” Rack Kabinet sektériine
tasimis ve FORMRACK markali rack kabinet tretimine baslamistir.

Uriin gesitliligi, Griin kalitesi, uluslararasi standartlara uygunlugu ve sahip
oldugu sertifikalari ile FORMRACK markasini tim alanlarda kabul géren bir
marka haline getirmeyi bagsarmistir.

FORMRACK'in bu basarisinin arkasinda kaliteli tiretim ve musteri
memnuniyeti odakl yénetim yaklagimi en biyik etken olmustur.
FORMRACK; standartlari belirleyen, kaliteye yén veren ve yenilikleri
kesfederek ilerleyen bir marka olma vizyonuyla

sizlerle birlikte olmaya devam edecektir

Saygilarimizla....

ABOUT US

FORMRACK was founded in 1997 and since then, the company has

become a powerful player in the cabinet market due to its manufacturing and
export figures.

Our major production portfolio is Rack Cabinets and accessories which are not
only in standard measurements but also customized by the customers.

We improve ourselves under the favour of 20 years of experience in cabinet
production and quality staff.

The vision of Formrack is to become Turkey's customer-focused, leader
company in rack cabinet products.

Formrack guarantee; quality product, customer satisfaction, suitable price,
delivery on time by high stock.
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DIKILI TIP KABINETLER
FREE STANDING CABINETS

Farmline

- Formline kabinetler dort tarafi ailabilir, kil ve kolayca ¢
- Kabinetin arka ve yan kapaklari DKP sacdan imal edilmis metal kapak, 8n yiizii sag ve sol tarafindan metal
cerceveler ile desteklenmis 4 mm kalinliginda, darbeye dayanikli, temperli ve fiime renkli camlardan olusmaktadir.
- Kabinet ana sase yapisi 1,5 mm, yan ve arka kapaklar 1,2 mm celik sacdan imal edilmistir.
- sase ve kése profiller ic ice gecmeli yapiya sahiptir ve bu yapi sayesinde yiiksek mukavemet saglanmaktadir.
-2'li/ 4G ve €'l fan modiilleri ile havalandirma islemi saglanmaktadir.
- 600x600 / 600x800 / 800x800 / 600x1000 ve 800x1000 &lgtilerine sahiptir.
-16U /20U /26U /32U /36U /39U / 42U ve 44U yiiksekliklerine sahipti
- Kabinet iist kisminda kabin icerisine toz ya da yabanci cisim girmesini énleyen koruyucu sapka bulunmaktadr.
-4 adet 19" montaj dikmesine sahiptir ve bu dikmeler kabinet derinligince hareket edebilmektedir.
- Kabin ici montaj dikmeleri tizerinde montaj islemini kolaylastiran U isaretlendirmeleri mevcuttur.
- Kabinetlerin alt sasesinde siirgiilii ve toz korumali firali kablo giris baliimii bulunmaktadir.
600x1000 / 800x800 ve 800x1000 kabinetlerde bu girisler alttan ve tistten olmak lizere 2 noktada mevcuttur.
-Tekerlekli ve sabit ayakli kullanim seceneklerine sahiptir.
- Kabinetler darbelere karst yiiksek mukavemetli ince piitiirlii elektrostatik Ral 9005 texture Siyah boyalidir.
-Tiim test islemleri yapilmis olup TSE, RoSH, CE, EN 61587-1 standartlarina sahiptir.

- Formline cabinets have four side openable, lockable and easily removable covers.

-The rear and side covers are made by DKP sheet and the front side is made by 4 mm thick, impact-resistant,
tempered glass which is supported by metal frames.

-The main frame is 1,5 mm, side and rear covers are 1,2 mm steel sheet.

~The frame and corner profiles have nested structure and this structure provides high strength.

-Ventilation is provided by cooling units with 2,4 or 6 fans.

- There are 600x600, 600x800, 800x800, 600x1000 and 800x1000 dimension and 16U, 20U, 26U, 32U,
36U, 39U, 42U and 44U height options.

- Atthe top part, there is a protective structure that prevents to the entrance of dust and foreign matters.

~There are four 19”mounting profiles and these profiles can move deep within the cabinet.

- Mounting profiles have U markings that facilitate the mounting process.

- Atthe bottom part of the cabinets, there is a sliding and dust-protected brushed cable entry.
In 600x1000, 800x800 and 800x1000 cabinets, these entries are available in two locations as at
the top and bottom part.

- It has the option of using wheeled and levelling feet.

- Impact-resistant,high strength, electrostatic Ral 9005 texture black color.

- All test procedures have been carried out and has TSE, RoSH, CE, EN 61587-1 standards.
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Order No

FORM-16U6060

FORM-20U6060
FORM-26U6060

FORM-32U6060

FORM-36U6060
FORM-39U6060
FORM-42U6060

FORM-44U6060

ﬂl

\ A




FORMRACK.

FORMLINE

600x800

19" 600x800 For Depth : 780 mm

Order No u h H KG

FORM-16U6080 16 714 942 54

FORM-20U6080 20 892 1120 62
FORM-26U6080 2 1158 1386 72

FORM-32U6080 32 1425 1653 83

FORM-36U6080 36 1603 1831 89
FORM-39U6080 39 1736 1964 94
FORM-42U6080 42 1870 2098 100
FORM-44U6080 a4 1955 2182 104




600x1000

19" 600x1000 Formline Kabinet Genislik - Width : 600 mm / Derinlik - Depth : 1000 mm
Order No u h H KG
FORM-16U60100 16 714 942 65
FORM-20U60100 20 892 1120 72
FORM-26U60100 2 1158 1386 82
FORM-32U60100 32 1425 1653 95
FORM-36U60100 36 1603 1831 103
FORM-39U60100 39 1736 1964 108
FORM-42U60100 42 1870 2098 114
FORM-44U60100 44 1955 2182 118
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800x800

Order No u h H KG
FORM-26U8080 26 1158 1386 89
FORM-32U8080 32 1425 1653 102
FORM-36U8080 36 1603 1831 111
FORM-39U8080 39 1736 1964 17
FORM-42U8080 42 1870 2098 123
FORM-44U8080 4 1955 2182 127
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800x1000

00x1000 Formline Kabinet Genislik

1000 mm

Order No u h H KG

FORM-26U80100 26 1158 1386 89
FORM-32U80100 32 1425 1653 116

FORM-36U80100 36 1603 1831 125
FORM-39U80100 39 1736 1964 130
FORM-42U80100 42 1870 2098 136

FORM-44U80100 44 1955 2182 142




Netline

- Netline kabinetler drt tarafi ailabilir, kilitlenebilir ve kolayca cikarilabilir kapaklidir.

- Kabinetin arka ve yan kapaklar DKP sacdan imal edilmis metal kapak, n yiizii sag ve sol tarafindan
metal cerceveler ile desteklenmis 4 mm kaliniginda, darbeye dayanikli, temperli ve fiime renkli camdir.

- Sase ve kése profiller dis yiizeyden vidali yapiya sahiptir.

- 2'li ve 4'lii fan modilleri ile havalandirma islemi saglanmaktadir.

- 600x600, 600x800, 600x1000, 800x800 ve 800x1000 &lciilerine sahiptir.

-12U/16U/20U /26U /32U / 36U / 42U yiiksekliklerine sahiptir.

-4 adet 19" montaj dikmesine sahiptir ve bu dikmeler kabinet derinligince hareket edebilmektedir.

- Kabinetlerin alt sasesinde fircali kablo giris bélimii bulunmaktadir.

- Tekerlekli ve sabit ayakli kullanim seceneklerine sahiptir.

- Kabinetler darbelere karsi yiiksek mukavemetli ince putiirlii elektrostatik Ral 9005 texture Siyah boyalidir.
~Tiim test islemleri yapilmis olup RoSH, CE, EN 61587-1 standartlarina sahiptir.

- Netline cabinets have four side openable, lockable and easily removable covers.

-The rear and side covers are made by DKP sheet and the front side is made by 4 mm thick, impact-resistant,
tempered glass which is supported by metal frames.

-The frame and corner profiles have a screwed structure at the exterior surface.

-Ventilation is provided by cooling units with 2 or 4 fans.

- There are 600x600, 600x800, 600x1000, 800x800, 800x1000 dimension and 12U, 16U,20U, 26U, 32U,
36U and 42U height options.

- There are four 19" mounting profiles and these profiles can move deep within the cabinet.

- Atthe bottom part of the cabinets, there is a brushed cable entry.

- It has the option of using wheeled and levelling feet.

- Painted by impact-resistant, high strength, electrostatic Ral 9005 texture black color.

- All test procedures have been carried out and has TSE, RoSH, CE, EN 61587-1 standards.




600x600

19" 600x600 Netline Kabinet Geni

Order No u

FORMRACK.

NETLINE

FORM NET-12U6060 12

536

FORM NET-16U6060 16

714

FORM NET-20U6060 20

892

FORM NET-26U6060 26

1158

FORM NET-32U6060 32

1425

FORM NET-36U6060 36

1603

FORM NET-42U6060 42

1870

com




600x800

19" 600x800 Netline Kabinet Genii

Order No u h H KG
FORM NET-12U6080 12 536 764 7
FORM NET-16U6080 16 714 940 49
FORM NET-20U6080 20 892 118 57
FORM NET-26U6080 26 1158 1384 67
FORM NET-32U6080 32 1425 1651 77
FORM NET-36U6080 36 1603 1829 85
FORM NET-42U6080 42 1870 2096 95
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600x1000

19" 600x1000 Nef 600 mm / Derinlik - Depth : 1000 mm
Order No u h H KG
FORM NET-12U60100 12 536 764 47
FORM NET-16U60100 16 714 940 54
FORM NET-20U60100 20 892 1ms 61
FORM NET-26U60100 26 1158 1384 7
FORM NET-32U60100 32 1425 1651 83
FORM NET-36U60100 36 1603 1829 91
FORM NET-42U60100 42 1870 2006 102

com
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800x800

19" 800x800 Netline Kabinet Geni

Order No u h H KG

FORM NET-26U8080 26 1158 1384 75

FORM NET-32U8080 32 1425 1651 95
FORM NET-36U8080 36 1603 1829 103

FORM NET-42U8080 42 1870 2096 115

Afeldy com



800x1000

" 800x1000 Netline Kabinet Genilik - Width : 780 mm / Derinli
Order No u h H KG
FORM NET-26U80100 26 1158 1384 76
FORM NET-32U80100 32 1425 1651 110
FORM NET-36U80100 36 1603 1829 19
FORM NET-42U80100 42 1870 2096 130

com
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Rackline

- Rackline kabinetler &n ve arka kapaklari agilabilir, kilitlenebilir ve kolayca cikarilabilir yapidadir.

- Kabinetin arka kapagi DKP sacdan imal edilmis metal kapak, &n yiizii sag ve sol tarafindan metal
cerceveler ile desteklenmis, 4 mm kalinhiginda, darbeye dayanikli, temperli ve fiime renkli camdir.

- 2'li ve #4lii fan moddilleri ile havalandirma islemi saglanmaktadir.

-600x600 sase yapisinda 12U / 16U / 20U / 26U ytiksekliklerine sahiptir.

-4 adet 19" montaj dikmesine sahiptir ve bu dikmeler kabinet derinligince hareket edebilmektedir.

- Kabinetlerin alt sasesinde fircalt kablo giris bélimii bulunmaktadir.

- Tekerlekli ve sabit ayakli kullanim seceneklerine sahiptir.

- Kabinetler darbelere karst yiiksek mukavemetli ince pitiirlii elektrostatik Ral 9005 texture Siyah boyalidr.

- Tiim test islemleri yapilmis olup RoSH, CE, EN 61587-1 standartlarina sahiptir.

-The front and rear covers are openable, lockable and easily removable.

-The rear and side covers are made by DKP sheet and the front side is made by 4 mm thick,
impact-resistant, tempered glass which is supported by metal frames.

-Ventilation is provided by cooling units with 2 or 4 fans.

-1n 600x600 frame structure, there are 12U, 16U, 20U, 26U height options.

~There are four 19”mounting profiles and these profiles can move deep within the cabinet.

- At the bottom part of the cabinets, there is a brushed cable entry.

- It has the option of using wheeled and levelling feet.

- Impact-resistant,high strength, electrostatic Ral 9005 texture black color.

- All test procedures have been carried out and has RoSH, CE, EN 61587-1 standards.




600x600

19" 600x600 Rackline Kabinet Genislik - Width : 600 mm / Derinlik - Depth : 600 mm

Order No u h H KG

FORM RK-12U6060 12 536 700 29
FORM RK-16U6060 16 714 877 34
FORM RK-20U6060 20 892 1055 39

FORM RK-26U6060 26 1158 1321 47
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NEFVET Rack

- Server kabinetler dért tarafi ailabilir, kilitlenebilir ve kolayca ¢

- Kabinetin tiim kapaklan DKP sacdan imal edilmis metal kapakli, 5n ve arka kapaklar dikeyde
cift agilim perfore delikli yapiya sahiptir.

- Kabinet ana sase yapisi 1,5 mm, yan ve arka kapaklar 1,2 mm celik sacdan imal edilmistir.

- sase ve kése profiller ic ice gecmeli yapiya sahiptir ve bu yapi sayesinde yiiksek mukavemet saglanmaktadir.

-2'li/ 4G ve €'l fan modiilleri ile havalandirma islemi saglanmaktadir.

- 600x1000 ve 800x1000 élgiilerine sahiptir.

-26U /32U /36U ve 42U yiiksekliklerine sahiptir.

- 2mm sac kalinliginda 4 adet 19" montaj dikmelerine sahiptir ve bu dikmeler kabinet
derinligince hareket edebilmektedir.

- Kabin ici montaj dikmeleri tizerinde montaj islemini kolaylastiran U isaretlendirmeleri mevcuttur.

- Kabinetlerin alt ve st sasesinde toz korumali fircal kablo giris baliimii bulunmaktadir.

- Kabinet alt sasesinde devrilmelere karsi denge ayag bulunmaktadir.

- Kabinetler darbelere karsi yiiksek mukavemetli ince piitiirlii elektrostatik Ral 9005 texture Siyah boyalidir.

- Tiim test islemleri yapilmis olup RoSH, CE, EN 61587-1 standartlarina sahiptir.

- Server cabinets have four side openable, lockable and easily removable covers.

- All covers are made by DKP sheet and the front and rear covers have a vertically double open perforated structure.
-The main frame is 1,5 mm, side and rear covers are 1,2 mm steel sheet.

-The frame and corner profiles have nested structure and this structure provides high strength.

-Ventilation is provided by cooling units with 2,4 or 6 fans.

- There are 600x1000 and 800x1000 dimensions and 26U, 32U, 36U and 42U height options.

~There are four 19" mounting profiles with 2 mm sheet thickness and these profiles can move deep within the cabinet.
- Mounting profiles have U markings that facilitate the mounting process.

- At the bottom and top parts, there is a dust-protected brushed cable entry.

- Impact-resistant high strength, electrostatic Ral 9005 texture black color.

- All test procedures have been carried out and has RoSH, CE, EN 61587-1 standards.




600x1000

19" 600x1000 Server Kabinet Genislik - Width : 600 mm / Derinlik - Depth : 1000 mm

Order No u h H KG

FORM SC-26U60100 26 1158 1386 79

FORM 5C-32U60100 32 1425 1653 91
FORM SC-42U60100 42 1870 2098 106

FORMRACK.
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800x1000

19" 800x1000 S

Widih : 800 mm / Deri

OrderNo u h H KG
FORM SC-36U80100 36 1603 1831 105
FORM 5C-42U80100 42 1870 2098 120

formr:
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Data Center

- Sunuculara ézel tasarlanmis server kabinet yapisina sahiptir.

- Sunucu kabinleri; 600mm ve 780mm olarak 2 farkli
genislikte uygulanabilir.

- Sunucu kabinetlerinde 1000mm, 1100mm ve 1200mm
olarak 3 farkli derinlik uygulamasi yer almaktadir.

- On ve arka kapaklar maksimum havalandirmayt saglayacak
sekilde perforeli olarak dizayn edilmistir.

- Kabinetler yan yana birlestirilebilir yapidadir.

- Kabinet alt sasesi zemine monte edilebilir zelliktedir.

- Kabinet tist sasesi yogun kablo girisine uygun firali
kablo giris tinitelerine sahiptir.

- Kabinet tist sasesind i
tij yuvalar yer almaktadir.

- Soguk hava koridoru tavan kapama uygulamasi
istege 6zel tasarlanmaktadir.

- Polikarbon, pleksiglass ya da temperli cam olarak
uygulama gerceklestirilebilir.

- Koridor giris ve cikis kapilari otomatik kayar kapt
yapisina sahiptir.

- Kayar kapilar access control tiniteleriile uyumludur.

(Kart okuyucu, tuslu, parmak izi kontrolli)

- Kabinet dizilimlerinde yiikseltilmis zemin istii ya da
In-Row sogutmaya uygun olarak normal zemin iistii
konumlandirma yapilabilmektedir.

- Projeye uygun olarak 2 katl ya da 4 kath

(co-location) olarak tasarlanabilmektedir.

-The data center has a cabinet that is
particularly designed for servers.
~The server cabinets of a data center can be configured
for two different widths as 600mm and 780mm.
- Server cabinets can be configured for three different
depths as 1000mm, 1100mm and 1200mm.
- Front and rear covers have a perforated design in order
to provide maximum air ventilation.
- Each cabinet can be connected with the other side by side.
~The cabinet can be mounted to the floor from
the bottom part.
~The upper part of the cabinet has housings
for fixing canalettes.
~The design of the closure ceiling for preventing cold
air that can be manufactured from raw materials such as
lexiglass, and glass
can be customized.
~The entrance and exit of the aisles have
automatic sliding doors.
- Automatic sliding doors are compatible with
access control units. (Card reader, key and fingerprint control)
- It can be designed as 2 compartment or 4 compartment
(co-location) in accordance with the project.

FORMRACK.
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MICRO DC

- Data Center sisteminde olmasi gereken
tiim bilesenler Micro Data Center'da mevcuttur.

- Sistem dahilinde, iklimlendirme, UPS,
yangin algilama ve séndiirme, access control,
monitoring ve smart PDU yer almaktadir.

Bu yapisi sayesinde kurulum asamalarinda
zaman ve alan tasarrufu saglamaktadr.

- iklimlendirme ve UPS kapasitesi sisteme
ozel olarak tasarlanabilmektedir.

-300mm eninde In-Row sogutma tinitesi
beraberinde 600/800mm eninde sunucu
kabineti yer almaktadir.

- Kabinet sayisi arttinlabilir yapidadir.

- Micro Data Center has all the components
that should have a data center as a whole.

-The system includes air cooling, UPS, fire
detection and extinguishing, access control,
environmental monitoring and smart PDU.

-Thanks to this structure, it saves time and
space during the installation stages.

- Air cooling and UPS capacity can be
designed specifically for the system.

- 300-mm wide In-Row cooling unit comes
with 600/ 800mm wide server cabinet.

~The number of cabinets can be increased.

@
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Coziimleri / Solutions

L

SISTEM ODASI SOGUTMA

- Yiikseltilmis zemin alti ve In-Row koridor ici sogutma secenekleri meveuttur.

- Minimum alan kaplayarak maksimum sogutma verimi saglar.

- DX (Hava Sogutmali ) ve CW (Su Sogutmali) segenekleri ile mevcut sisteminiz ile uyumludur.
-20 kW - 150 kW arasinda sogutma kapasitesi saglar.

- istenilen ortam serinligini saglayarak sunucularin verimli bir sekilde calismasini saglar

COOLING
- Under the raised floor and In-Row cooling options are available.
- It provides maximum cooling efficiency with minimum space.
- Compatible with your system with DX (Air Cooled) and CW (Chilled Water) options.
- It provides a cooling capacity between 20 kW - 150 kw.
- It enables servers to operate efficiently by providing sufficient cooling.

MODULER UPS

- Modiiler yapisi sayesinde yiiksek giic elde etmenizi saglar

- Yedekleme ile veri giivenligini saglar.

- Aniza tespit ve giderme siiresi minimize edilmistir.

- Ariza aninda sadece anzal modiil giicii kadar kayip yasanir.
- Kolay kurulum ve servis imkani sunar.

- Modiiler yapist kiiciik alanlarda bii
- %97 verim seviyesi ile minimum enerji tiiketimi olusur.

MODULAR UPS

It provides high power thanks to having a modular structure

~The system provides data security by back up.

- Fault detection and troubleshooting time are minimized.

-In the case of one module failure, the other modules continue
to supply energy. In other words, the loss of one module does
not affect the others.

- Provides easy setup and maintenance.

It offers large solutions in small spaces thanks toits
modular structure.

- Minimum energy consumption with 97% efficiency level.

coziimler sunmasini saglar.

FORMRACK.

DATA CENTER ¢OZUMLERI

DX/CW COOLING — ]

KVM KONSOL
- Kabinetlerin ve server odalarinin igerisindeki sunucular tek lcd
monitér izerinden kontrol etmektedir.
- Ekran, klavye, touchpad ve 16 port Kvm switch sadece
1U alan kaplamaktadir.
- Bu 6zelligi sayesinde alan ve maliyet tasarrufu olusturur.
-8 Port ve 16 Port Kvm Switch'li modelleri meveuttur.
-IP 6zelligi olan modellerde uzaktan erisim

KVM CONSOLE

It controls the servers in the cabinets and server
rooms on a single LCD monitor.

~The screen, keyboard, touchpad and 16 port Kvm switch
only take 1U space. Thanks to this feature, it creates space
and cost savings.

- Available in 8 Port and 16 Port Kvm Switch models.

- Remote access can be provided on models with IP capability

ORTAM iZLEME

- Ortamin biyiikligine bagh olarak, konumlandirilacak sensr
cesidi ve sayisina gére genisleyebilen, rack kabin montajl
bir yapt sunar. Ozellikle cok noktadan sensor verisi izleme
ihtiyaclarinin bulundugu Data Center'lerde optimum
coziimler elde edilir.

- Sistem odasi icerisinde 1s1, nem, duman, su baskini,
titresim gibi bir cok asama izlenebilir mobil uygulama tizerinden
anlik takip edilebilir.

ENVIRONMENTAL MONITORING

~The system provides a rack mounted structure that can expand
according to the size of the environment, the type and
number of sensors to be used.

- It offers optimum solutions especially in the data center where
sensor data monitoring is needed from many points.

- Many stages such as heat, humidity, smoke, flood, and vibration
can be monitored within the system room, and can be monitored
instantly via the mobile application.
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DUVAR TIPI KABINETLER
WALL MOUNTED CABINETS

Formline

Duvar Tipi Kabinetler

- Kabinetler yan ve 6n kapaklan agilabilir, kilitlenebilir ve kolayca gikarilabilir yapidadir.
- Arka kapak duvara montaj imkani saglayan deliklere sahip yiiksek mukavemetli 1,5mm DKP celik sacdan imal edilmistir.
- 1'li ve 2'li fan modiilleri ile havalandirma islemi saglanmaktadir.
-450 mm, 560 mm ve 600 mm olarak 3 farkli derinlik yapisina sahiptir.
-7U/9U /12U /16U ve 20U yiikseklik seceneklerine sahiptir.
-450mm derinligindeki kabinetlerde 2 adet, 560mm kabinetlerde énde ve arkada olmak tizere 4 adet
montaj dikmesi bulunmaktadir.
- Kabinetin alt sase, list sase ve arka kapak tizerinde olmak tizere 3 farkli noktadan kablo girisi bulunmaktadr.
- Gerektiginde sabit ayak ya da tekerlek takilarak yer tipi olarak kullanilabilir.
- Kabinetin 3 kapag da kilitlenebilir ve ayni sifreli anahtar ile acilabilir yapidadir.
- Kabinetler darbelere karsi yiiksek liince pitiirlii ik Ral 7035 Gri boyalidhr.
~Tiim test islemleri yapilmis olup ROSH, CE, EN 61587-1 standartlarina sahiptir.

Wall Mounted Cabinets

-The front and side covers are openable, lockable and easily removable.

-The rear cover is made by high strength 1,5 mm DKP sheet that provides high strength with holes for wall mounting.
-Ventilation is provided by cooling units with 1 or 2 fans.

-There are three options of depth; 450 mm, 560 mm and 600 mm. Five options of height; 7U, 9U, 12U, 16U and 20U.

- There are two mounting profiles in 450 mm depth cabinets and four mounting profiles in a 560 mm depth cabinet.
- Cabinets have cable entries from 3 different points on the bottom frame, top frame and rear cover.

- If required, it can be used as a floor type by attaching levelling feet or caster group.

- Painted by impact-resistant, high strength, electrostatic Ral 7035 texture grey color.

- All test procedures have been carried out and has ROSH, CE, EN 61587-1 standards.




Duvar Tipi / Wall Mounted 450

19" 600x450 Formline Ki

OrderNo u h H KG
FORM - 7U450 Z 314 371 14
FORM - 9U450 9 403 460 16
FORM -12U450 12 536 593 19
FORM -16U450 16 714 77 24
FORM -20U450 20 892 949 29
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FORMLINE
DUVARTIPI/WALL MOUNTED
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Duvar Tipi / Wall Mounted 560

19" 600x560 Fo

Order No u h H KG
FORM - 7U560 2 314 371 16
FORM - 9U560 9 403 460 18
FORM - 12U560 12 536 593 22
FORM - 16U560 16 714 7 28
FORM - 20U560 20 892 949 34

FORMRACK.

RMLINE
DUVARTIPI/WALL MOUNTED
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510x400

. 19"Duv Soho Kabinet Genisik- Width : 510 mm / Derinlik - Depth : 400 mm
L Order No u h H KG
FORM-SH-4U 4 181 225 9
FORM-SH-7U 7 314 358 12
FORM-SH-9U 9 404 448 14
FORM-SH-12U 12 538 582 16

_FORMRACK.

Soho

- Kigiik sistemlerin montajinda kullanilir.

- Oni fume renkli cam kapaklidir.

- Ekonomik iiretim yapisi sayesinde uygun fiyat avantajlidir.

- Standart 400mm derinlige ve ihtiyaciniza uygun olarak 4 farkl yiikseklige sahiptir.

- 1'li veya 2'li fan modiili takilarak havalandirma islemi saglanabilir.

- Kabinetler elektrostatik polyester esasl ince pitiirlii Ral 7035 Gri renkli boya ile boyanmustir.
~Tiim test islemleri yapilmis olup ROSH, CE, EN 61587-1 standartlanna sahiptir.

- Used for installation of small systems.

- Competitive price thanks to economic production structure

-t has a 4 mm tempered glass front door with lock

- Standard depth size; 400 mm and four options of height; 4U, 7U, 9U, 12U

- Ventilation is provided by cooling unit with 1 fan

- Impact-resistant, high strength, electrostatic Ral 7035 color.

- All test procedures have been carried out and has ROSH, CE, EN 61587-1 standards.
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SLIMRACK

Slimrack

- Ofislerde ve kilgiik sistemlerin yer aldigi alanlarda kullanilmaktadir.
-3U 8nde, 2U arka da olmak iizere 5U kullanim alani saglar.
- Estetik tasanimi sayesinde sik bir gériiniim olusturur.
e T o 5 - Dikey ve yatay uygulamalar ile duvara ve tavana monte edilebilir
- Duvardan kalinligi 140mm dir.
- Ral 9005 ve Ral 7035 renk secenekleri meveuttur.

19" Duvar Tipi Slimrack Kabinet Width -Lorgeur: 500 mm / Depth - Profondeur: 480 mm

Order No

- Used in offices and where small systems are involved.
It provides 5U usage area, 3U front and 2U rear.

It can be mounted to the wall or roof in accordance with usage.
- It has 140 mm thickness from the wall.

- Ral 9005 and Ral 7035 colors are available.
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IP 66 Outdoor

Mobese Kabinet

- Direge monte edilebilir.

-9U ic kullanim kapsitesi. Talebe bagh olarak farkli slcilerde aretilebilir.
- 600x450 genislik ve derinlik.

-1P66 yapisi ile toz ve su girisine karsi tam koruma.

- Dis cidar 1.5mm DKP celik sac.

-I¢ cidar Tmm galvanizli sac (opsiyonel).

5 Kars! iistiin etkili zi + cinko

- Agilabilir ve kilitlenebilir 6n kapak.

-Tozfiltreli hava giris panjurlan.

-Toz filtreli fan hava tahliye bélimi.

- Fan modiiliine disaridan erisim saglayan agilabilir sapka yapist.
-4 adet kamera baglanti noktasi.

- Arka béliimde yer alan boru yapist ile gizli kablo giris imkant.

- Ral 7035 boyali.

- IP66 sertifikali.

Mast Type Cabinet

- 600x450 width and depth.

- Can be mounted to the mast.

- 9U internal usage capacity. Availability to produce in different dimensions.
- Full protection against dust and water ingress with IP66 structure.

- 1.5 mm DKP steel sheet for outside layer.

- 1 mm galvanized steel sheet for inside layer (optional).

- Highly effective zirconium + zinc coating against corrosion.

- Openable and lockable front cover.

A - Airinlet louvres with dust filter.

- Air vent part with dust filtered fan.

- Openable top structure which provides external access to the fan module.

-
- 4 pieces of camera connection points.
- Opportunity of hidden cable entry with pipe structure at the rear part.

-Ral 7035 painted.

IP66 OUTDOOR CABINETS




Mobese Kabinet/Mast Type Cabinet

o
7 ; 4 IP66 Direk Tipi Mobese Kabinet/Mast Type Cabinet Genilik - Widih : 553 mm / Derinlik - Depth : 450 mm
T < Order No u h H KG
FORM MBS-9U450 [ 9 [ a0 575 42
i
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MOBESE KABINET
MAST TYPE CABINET




IP 66 Outdoar

Zemin Tipi Kabinet

- Zemine monte edilebilir.

- 600x450 ve 600x600mm olarak 2 farkli derinlik secenegi.
-1P66 yapisi ile toz ve su girisine karsi tam koruma.

- Dis cidar 1.5mm DKP celik sac.

- I cidar Tmm galvanizli sac (opsiyonel).

- Paslanmaya karsi tistiin etkili zirkonyum + ¢inko kaplamali.
- Acilabilir ve kilitlenebilir 6n kapak.

-Tozfiltreli hava girig panjurlari.

-Tozfiltreli fan hava tahliye bélimii.

- Fan modiiliine disaridan erisim saglayan acilabilir sapka yapisi.
- Standart 100mm bazali.

- Alt béliimde yer alan rakorlu kablo giris yuvalari.

- Ral 7035 boyali.

- IP66 sertifikali.

Field Type Cabinet

- 2 different depth options, 600x450mm and 600x600mm.

- It can be mounted to the ground.

- Full protection against dust and water ingress with IP66 structure.
- 1.5 mm DKP steel sheet for outside layer.

-1 mm galvanized steel sheet for inside layer (optional).

- Highly effective zirconium + zinc coating against corrosion.

- Openable and lockable front cover.

- Air inlet louvers with dust filter.

- Air vent part with dust filtered fan.

- Openable top structure that provides external access to the fan module.
- Standard 100mm plinth.

- Cable entry slots are located at the bottom part.

-Ral 7035 painted.

- 1P66 certified.
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Zemin Tipi/Field Type 450

Tek Cidarli / Single Layer

| Order No u h H KG
i FORM OUT-7U450Z 7 361 586 34
L FORM OUT-9U450Z 9 450 675 38

- FORM OUT-12U450Z 12 583 808 43
FORM OUT-16U450Z 16 761 986 51

FORM OUT-20U450Z 20 939 1163 59

Cift Cidarli / Double Layer s
- — 1P66 600x450 Zemin Ti / Dernlik -Depth - R

Order No u h H KG

FORM OUT-7U450ZW 7 361 586 39

FORM OUT-9U450ZW 9 450 675 43

FORM OUT-12U450ZW| 12 583 808 51

FORM OUT-16U450ZW| 16 761 986 60

FORM OUT-20U450ZW| 20 939 1163 70
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Zemin Tipi/Field Type 600

Tek Cidarli / Single Layer

1P66 600x600 Zemin Tipi/Field Type Genilik-Width : 600 mm / Derinlik - Depth : 600 mm

Order No u h H KG
FORM OUT-7U600Z 7 361 586 2
FORM OUT-9U600Z 9 450 675 45
FORM OUT-12U600Z 12 583 808 52
FORM OUT-16U600Z 16 761 986 60
FORM OUT-20U600Z 20 939 1163 69

1P66 600x600 Z¢

emin Tipi/Field Type

Order No

FORM OUT-7U600ZW 7 361 586 26
FORM OUT-9U600ZW 9 450 675 51
FORM OUT-12U600ZW| 12 583 808 60
FORM OUT-16U600ZW| 16 761 986 70
FORM OUT-20U600ZW| 2 939 63 82

FORMRACK.
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IP 66 Outdoor

Duvar Tipi Kabinet

- Duvara monte edilebilir.

- 600x450 ve 600x600mm olarak 2 farkh derinlik secenegi.
-1P66 yapisi ile toz ve su girisine karsi tam koruma.

- Dis cidar 1.5mm DKP celik sac.

- g cidar Tmm galvanizli sac (opsiyonel).

- Paslanmaya kars! Gistiin etkili zirkonyum + cinko kaplamali.
- Acilabilir ve kilitlenebilir 5n kapak.

-Toz filtreli hava giris panjurlar.

-Toz filtreli fan hava tahliye bélim.

- Fan modiiliine disandan erisim saglayan agilabilir sapka yapisi.
- Alt bsliimde yer alan rakorlu kablo giris yuvalari.

- Ral 7035 boyali.

- IP66 sertifikali.

Wall Mounted Cabinet

- 2 different depth options, 600x450mm and 600x600mm.

-1t can be mounted to the Wall.

- Full protection against dust and water ingress with IP66 structure.
- 1.5 mm DKP steel sheet for outside layer.

-1 mm galvanized steel sheet for inside layer (optional).

- Highly effective zirconium + zinc coating against corrosion.
-Openable and lockable front cover.

- Airinlet louvers with dust filter.

- Air vent part with dust filtered fan.

- Openable top structure which provides external access to the fan module.
- Cable entry slots are located at the bottom part.

- Ral 7035 painted.

- 1P66 certified.
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OUTDOOR
DUVARTiPi/WALL MOUNTED

Duvar Tipi/Wall Mounted 450

Tek Cidarli/ Single Layer
7 IP66 600x450 Duvar Tipi/Wall Mounted Genislik - Widih : 600 mm / Derinlik - Depth : 450 mm
Order No u h H KG
FORM OUT-7U450D i 361 486 30
FORM OUT-9U450D =l 450 575 33
FORM OUT-12U450D 12 583 708 39
FORM OUT-16U450D 16 761 886 46
FORM OUT-20U450D 20 939 1063 53
Cift Cidarl / Double Layer I <~ ==

— BB  1P66 600x450 Duvar Tipi/Wall Mounted Genilik - Width - 600 mm / Derifik-Depth : 450 mm
Order No u h H KG
FORM OUT-7U450DW 7 361 486 34
FORM OUT-9U450DW 9 450 575 38
FORM OUT-12U450DW| 12 583 708 46
FORM OUT-16U450DW| 16 761 886 55
FORM OUT-20U450DW| 20 939 1063 65 J
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OUTDOOR
DUVARTIPi/WALL MOUNTED

Duvar Tipi/Wall Mounted 600

Tek Cidarli/ Single Layer
1P66 600x600 Duvar Tipi/Wall Mounted Genislik - Width : 600 mm / Derinlik - Depth : 600 mm

Order No u h H KG
FORM OUT-7U600D "4 361 486 37
[FORM OUT-9U600D =l 450 575 4
[FORM OUT-12U600D 12 583 708 48
[FORM OUT-16U600D 16 761 886 56
[FORM OUT-20U600D 20 939 1063 65 B e

Cift Cidarl / Double Layer

I 1P66 600x450 Duvar Tipi/Wall Mounted Genilk-Width : 600 mm / Derinik - Depth - 600 mm
Order No u h H KG
[FORM OUT-7U600DW 7 361 486 42
FORM OUT-9U600DW 9 450 55 46
FORM OUT-12U600DW| 12 583 708 55
FORM OUT-16U600DW| 16 761 886 64 ‘
FORM OUT-20U600DW| 20 939 1063 72 2
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F21665R  Sabit Raf 600/Fixed shelf 600

F2168SR  Sabit Raf 800/Fixed shelf 800

F21610SR  Sabit Raf 1000/ Fixed shelf 1000

F21610SREK Sabit Raf 1000 Ekonomik/ Fixed shelf 1000 Eco

19" Sabit Raflar

-600 ve 800 derinlikteki rack kabinetlerde
tagima kapasitesi 50 kg.
1000 derinlikte rack kabinetlerde 80 kg.
- Klips yardimi ile kolay montaj imkant.
- Kabin ici ventilasyona uygun.
- DKP sac ve Ral 9005 boyali.

19" Fixed Shelves

- Loading capacity for 600 and 800 mm depth;50 kg
for 1000 mm depth; 80 kg

- Easy to mount.

- Sheet steel material.

- Color is Ral 9005

F0226HR Hareketli Raf 600/Sliding shelf 600

F0228HR Hareketli Raf 800/ Sliding shelf 800

FO2210HR Hareketli Raf 1000/Sliding shelf 1000

FO2210HREK Hareketli Raf 1000 Ekonomik/Sliding shelf 1000 Eco

Hareketli Raf

~Tasima Kapasitesi 600 ve 800 derinlikteki
kabinetlerde 35 Kg.
1000 derinlikteki kabinetlerde 60 kg.

- Kolay montaj imkani.

- Kabin ici ventilasyona uygun.

- DKP sac ve Ral 9005 boyali.

Sliding Shelves

- Loading capacity for 600 and 800 mm depth; 35 kg
for 1000 mm depth; 60 kg

- Sheet steel material.

-Color is Ral 9005

19" Klavye Cekmecesi
- Kilitlenebilir cekmeceli.
- Max. 41 cm Klavyeler icin.
- Ral 9005 boyali.

19" Keyboard Drawer
- Lockable drawer.
- For max. 41 cm keyboards.
- Color is: Ral 9005

FORMRACK.
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F2310KD 1U Klavye Cekmecesi/1U Keyboard Drawer
F2320KD 2U Klavye Cekmecesi/2U Keyboard Drawer
F2340KD 4U Klavye Cekmecesi/4U Keyboard Drawer

FSHRATU  1Ux250 Rack Adaptdrii/1U Rack Mount Shelf 250mm
FIOIRATU  1Ux320 Rack Adaptdri;/TU Rack Mount Shelf 320mm
FI0IRA2U  2Ux350 Rack Adaptérii/2U Rack Mount Shelf 350mm

Rack Adaptérleri

- Rack Adaptbrleri.

-19" olmayan cihazlarin baglantist icin kullanili.

- M6 kafes somun - vida - pul yardimi ile kolay
montaj imkant.

- 1U-2U olarak 2 farkli 8lcii secenegi.

- DKP sac ve Ral 9005 boyali.

19" Rack Mount Shelf

- Used for non 19” devices to set to rack cabinets
- 1U & 2U option.

- Easy to fix.

- Load capacity:10-20 kg

- Sheet steel material.

- Color is Ral 9005

Dikili Tip Tekerlek
~Tagima kapasitesi 150 Kg/Adet.
- Hareketli tip.
-2 adet frenli, 2 adet frensiz grup.

Free Standing Type Custor Group
- Rotational type, heavy duty.
-2ea Front are lockable.
- 150 kg load capacity for each castor.

FO41TKR Dikili Tip Tekerlek Grubu /
Free Standing Type Caster Group

Duvar Tipi Tekerlek
~Tagima kapasitesi 30 Kg/Adet.
- Hareketl tip.
-2 adet frenli, 2 adet frensiz grup.

Wall Mounting Type Castor Group
- Rotational type.

- 2ea Front are lockable.

-30kg load capacity for each castor.

FO42TKR Duvar Tipi Tekerlek Grubu /
Wall Mounting Type Caster Group




FO41AYK Sabit Ayak /Levelling Feet group

Sabit Ayak Grubu
- Tagima kapasitesi: 200 kg / adet

Levelling Feet
- 200 kg load capacity.

Dikili Tip Fanlar
Cooling Units For Free Standing Cabinets
F022F2 2'li Fan Mod

i / Cooling unit with 2 fan
FO22F4 4'li Fan Modiili / Cooling unit with 4 fan
FO22F6 6'li Fan Modiili / Cooling unit with 6 fan
FO24F2T 2'li Fan Modiili Termostath /

Cooling unit with 2 fan + Thermostat
FO24FAT 4'li Fan Modiili Termostath /

Cooling unit with 4 fan + Thermostat
FO24F6T &' Fan Modiili Termostath /

Cooling unit with 6 fan + Thermostat

Duvar Tipi Fanlar
Cooling Units For Wall Mounting Cabinets
FO2IFIV  1'li Duvar Tipi Fan /

Cooling unit with 1 fan Wall Type
FO21F2V  2'li Duvar Tipi Fan /

Cooling unit with 2 fan Wall Type
FO24F1VT 1'li Duvar tipi Fan Termostath

Fan Modilleri

- Rack Kabinet icerisindeki cihazlarin iiretmis
olduklar isty1 emerek kabinet disina atmak
amaci ile kullanihr.

- Bir adet fan dakikada 2,3 metrekiip hava
sirkilasyonu saglar.

- Dikili tip fan modiilleri Rack Kabinet icerisindeki
cihazlanin 1sinmasina bagli olarak
2,4 veya 6 fanli secilebilir.

- Duvar tipi rack kabinetlerde 450 derinlikte tekli fan,
560 ve 600 derinlikte tekli veya ikili fan
modiilii kullanilabilir.

-Tiim fan gruplan, istenildiginde termostat
kontrollii olabilir.

Cooling Units

- Fans and ventilation unit provide increased
air flow ventilation and hot air evacuation in rack cabinets.

- For the free standing cabinets, 2,4 or 6 fan units can be used.

- At the wall mounting 450 cabinet; 1 fan, for the wall
mounting 560 and 600 cabinet; 1 or 2 fan can be used.

- Complete with inner wiring.

- Easy to access and maintenance. Noise: 40-50 db.

- Afan provides: 2.3 m¥ min air circulation.

Cooling unit with 1 fan + Thermostat Wall Type

FO24F2VT 2'li Duvar tipi Fan Termostath
Cooling unit with 2 fan + Thermostat Waill

FO82PR26U 26U 12 li (6+6) Sigortal Dikey Priz Grubu

26U Vertical 12 way (6+6) PDU with circuit breaker

FO82PR32U 32U 12 li (6+6) Sigortali Dikey Priz Grubu

32U Vertical 12 way (6+6) PDU with circuit breaker

FO82PR36U 36U 18 Ii (9+9) Sigortah Dikey Priz Grubu

36U Vertical 18 way (9+9) PDU with circuit breaker

FO82PR42U 42U 18 Ii (9+9) Sigortali Dikey Priz Grubu

42U Vertical 18 way (9+9) PDU with circuit breaker
FO82PRA42UCI3 42U 18 li (9+9) Sigortal Dikey Priz Grubu C13
42U Vertical 18 way C13 PDU with circuit breaker

FORMRACK.
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FO82PR3SAL Sigortali 3'li 19" Aliminyum priz
19" 3 way PDU with circuit breaker
FO82PR6SAL Sigortali 6'li 19" Aliminyum priz
19" 6 way PDU with circuit breaker
FO82PRISAL Sigortali 9'lu 19" Aliminyum priz
19" 9 way PDU with circuit breaker
FO82PR12SAL Sigortal 12'li 19" Aliminyum priz
19" 12 way PDU with circuit breaker

Priz Gruplan

- Otomatik sigorta koruma devreli veya
sigortasiz priz segenegi.

- Giig kablosu ile komple.

- Schuko toprakli priz veya ups tipi
priz segenekleri.

- Kolay montaj imkani.

PDU Units

- Decorative and functional aluminium profile.
- Complete with inner wiring.

- Easy to mount, assembly and maintenance.
- Possible to use vertical or horizantal.

FO82PR8AL  Sigortasiz 8'li 19" Aliminyum priz
19" 8 way PDU

FO82PR12C13 Sigortasiz 8'li 19" C13 Aliminyum priz
19" 8 way C13 PDU

Aydinlatma
- Switchli olarak kabin ici aydinlatmada kullanilir.

Lighting Kit
- Controlled by on/off switch or automatic
door switch.

FO126KA01 Aydinlatma On/OFf Switchli /

1U 19" Lighting kit with on/off switch
F0126KA02 Aydinlatma Otomatik Kapr Switchli
1U 19" Lighting kit with
automatic door switch



Horizontal Cable Management Panels

Yatay Kablo Diizenleyicil
F056501U 1U Organizer

1U Cable Management Panel
F056502U 2U Organizer

2U Cable Management Panel
F05650T  Tekli Organizer

Cable Management Ring

FO565F01U 1U Fircali Organizer

1U Cable management with brush

FO565K01U 1U Kapakh Organizer

1U Cable management with cover

FO57D026U 26U Dikey Organizer Sag/Sol Set
26U Vertical cable management set
FO57D032U 32U Dikey Organizer Sag/Sol Set
32U Vertical cable management set
FO57D036U 36U Dikey Organizer Sag/Sol Set
36U Vertical cable management set
FO57D039U 39U Dikey Organizer Sag/Sol Set
39U Vertical cable management set
FO57D042U 42U Dikey Organizer Sag/Sol Set
42U Vertical cable management set
FO57D044U 44U Dikey Organizer Sag/Sol Set

44U Verfical cable management set

80

Kablo Diszenleyiciler

- 19" 1U - 2U 8lciilerinde yatay kullanim gesitleri.

- 26U, 32U, 36U, 39U, 42U ve 44U dlcilerinde
dikey kullanim gesitleri.
- DKP sac ve Ral 9005 boyali.

Cable Management Panels
- Horizontal usage types in 1U - 2U dimensions.
-Vertical usage types in 26U, 32U, 36U, 39U,
42U and 44U sizes.
- Ral 9005 painted.

www.formrack.com
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